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72-- ENGINE

72--1501 Engine -- Reduction Gear -- Tachome-
ter Bearing Oil Tube -- Add

Recommended at Overhaul 10--04--74 No. 2, 08--28--75

72--1502 Engine -- Reduction Gear --Tachome-
ter Drive Bearings -- Replace

Recommended at Next Overhaul 10--11--74 No. 1, 04--26--76

72--1503 Engine -- Turbine 2nd--Stage Blades --
Replace

Suggested on a “Use Stock” Ba-
sis

01--31--78 No. 1, 12--22--78

72--1504 Turbine 2nd-- and 3rd--Stage Vane Air
Seal Rings -- Rework

Recommended at Next Overhaul 09--30--75 No. 1, 09--03--76

72--1505 Engine -- Reduction Gear, Planet Gear
Bearing Separator -- Replace

Recommended in Complete En-
gine Sets on a “Use Stock” Basis.

12--08--77 No. 1, 07--31--79

72--1506 Engine -- Combustion Chamber Inner
Casing Assembly -- Rework

Suggested at Overhaul on an “As
Required” Basis

12--20--77

72--1507 Engine -- Turbine 2nd--Stage Blades--
Replace

Recommended at 1st Overhaul 09--18--74 No. 3, 02--24--77

72--1508 Engine -- Turbine, 1st,-- 2nd-- and 3rd--
Stage Blades -- Replace

“Use Stock” Basis for 1st--and
3rd-- Stage Blades. Refer to CEB
72--1507 for 2nd--Stage Blade Re-
placement

06--30--75 No. 2, 02--07--77

72--1509 Engine -- Turbine, 1st--Stage--Wheel
Assembly -- Replace

“Use Stock” Basis 08--28--72 No. 1, 11--04--76

72--1510 Cancelled Prior to Publication

72--1511 Engine -- Turbine 2nd--Stage Vanes--
Replace

Suggested on a “Use Stock” Ba-
sis.

01--31--78 No. 1, 09--15--78

72--1512 Engine, Inner Rear Exhaust Cone
Self--locking Nut -- Replace

Replace Whenever Disassembly
Permits but not Later Than Next
Overhaul

11--08--71 No. 1, 01--21--77

72--1513 Engine -- Turbine Vane Casing -- Re-
place

1st Available Opportunity 03--25--78 No. 3, 12--21--79

72--1514 Engine -- External Scavenge Oil Filter
-- Modify

Recommended at Next Opportu-
nity

04--27--78 No. 2, 09--05--80

72--1515 Engine -- Spray Shield Bracket -- Add Recommended at Maintenance
Activities if Groove Wear is De-
tected

12--20--77

72--1516 Engine -- 1st--Stage Turbine Vanes --
Replace

“Use Stock” Basis 01--31--78 No. 1, 09--19--78

72--1517 Engine -- Reduction Gear, Starter
Drive Shaft Bearing Flange -- Rework

At Next Overhaul 03--21--78 No. 1, 12--14--79

72--1518 Engine -- Reduction Gearbox, Nega-
tive Torque Signal Actuator Rod -- De-
lete

Suggested at Overhaul at Option
of Operator

01--30--78 No. 2, 08--10--84

72--1519 Cancelled prior to publication

72--1520 Cancelled prior to publication

A--72--1521 Engine -- Reduction Gear, Propeller
Shaft Thrust Nut Cuplock -- Add

ALERT. At Next Overhaul or Re-
pair at a Facility Having Overhaul
Capabilities

04--16--82 No. 1, 06--30--82

72--1522 Engine -- Reduction Gear, Rear Hous-
ing Oil Seal -- Add

At Next Overhaul 07--15--82 No. 1, 05--20--83
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72-- ENGINE (continued)

72--1523 Engine -- Combustion Liner Thermo-
couple Grommets -- Replace

Recommended at User’s Discre-
tion at Next Overhaul or Repair.

10--31--79

72--1524 Engine -- Rear Carrier Bearing Inner
Race Locking Keys -- Replace

Recommended at Overhaul 02--20--81 No. 1, 09--30--81

72--1525 Engine -- Accessory Drive Housing
Union -- Replace

At Next Overhaul 08--31--80 No. 2, 01--00--89

72--1526 Engine -- Combustion Liner Cross
Over Tube Clamps -- Add

At Next Overhaul 10--01--84

72--1527 Engine -- External Scavenge Oil Filter-
System -- Install

Customer Option 09--30--80 No. 1, 08--15--01

72--1528 Cancelled Prior to Publication

72--1529 Engine -- Reduction Gear, Main Drive-
Gear -- Molybdenum Spray

At Next Overhaul at Discretion of
Overhauling Activity

05--01--81 No. 5, 07--15--92

72--1530 Engine -- Compressor Diffuser Sump
Baffle -- Add

Recommended at Next Overhaul 04--22--81 No. 1, 05--15--81

72--1531 Engine -- Reduction Gear, Locked
Races For Main Drive, Rear Carrier,
and Front Pinion Bearings -- Add

At Next Overhaul 03--19--84

72--1532 Cancelled Prior to Publication

72--1533 Engine -- 1st--Stage Turbine Blades --
Increase Cooling Air

Recommended No Later Than
Next Overhaul.

07--02--70 No. 2, 01--20--82

72--1534 Engine -- Compressor Vane Assembly-
Air Seals -- Replace

When Old Seals Must be Re-
placed and Stock of the Super-
seded Silver Seals is Exhausted

05--28--82

72--1535 Cancelled Prior to Publication

72--1536 Engine -- Reduction Gear, Main Drive
Gear Bearing Bore -- Enlarge

At Next Overhaul 08--22--85

72--1537 Reduction Gear -- Rear Pinion Bearing
-- Replace; Rear Housing -- Rework To
Provide Increased Lubrication

At Next Overhaul 03--02--84

72--1538 Engine -- Reduction Gear, Prop Shaft
Thrust Bearing, Outer Race Lock --
Add

At Next Overhaul 03--19--84

72--1539 Engine -- Reduction Gearbox, Oil
Pump Valve Shaft -- Rework and Re-
place

At Next Overhaul 02--15--85 No. 1, 08--01--90

A--72--1540 Engine -- Accessory Drive Housing --
Inspect

As Soon as Practical Per a
Phase--down Schedule

06--21--82 No. 2, 01--05--00

72--1541 Engine -- T56--A--7 to T56--A--15LFE--
Conversion

CANCELLED

72--1542 Cancelled Prior to Publication

72--1543 Cancelled Prior to Publication

A--72--1544 Engine -- Reduction Gear Assembly,
Planet Gear and Bearing Assembly --
Inspect

At the 1st Teardown at an Over-
haul Facility for Repair or Over-
haul

05--09--83
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72-- ENGINE (continued)

72--1545 Engine -- Turbine Assembly Rear
Bearing Support Cone Assembly --Ser-
vice Repair

“As Required” at Next Overhaul 03--13--85 No. 2, 09--15--98

72--1546 Cancelled Prior to Publication

72--1547 Engine -- Power Section Control As-
sembly, Diffuser Bleed Port Flange
Cap-- Replace

At Next Overhaul 03--16--84

72--1548 Engine -- Reduction Gear Assembly,
Prop Shaft Thrust Nut Lock Cup Lock--
Rework

At Next Overhaul or Repair 10--05--84

72--1549 Engine -- Spline--Turbine, Starter Shaft
3/4 In. Drive -- Replace

Comply at Earliest Opportunity 03--20--86

72--1550 Cancelled Prior to Publication

72--1551 Cancelled Prior to Publication

72--1552 Engine -- Turbine Vibration Pickup-
Mount -- Add

At Next Overhaul 07--14--86 No. 3, 08--23--99

72--1553 Engine Reduction Gear Unit Sun Gear
Flange Hub -- Rework

At Next Overhaul 04--03--75 No. 2, 08--20--87

72--1554 Engine -- Reduction Gear Tachometer
Drive Idler Gear -- Shot Peen

“As Required” at Next Overhaul 12--22--86 No. 3, 10--23--00

72--1555 Engine -- Turbine 2nd--Stage Wheel --
Inspect

Anytime a Compressor is Re-
moved for Premature Erosion
Overhaul or Repair

01--00--89 No. 1, 03--30--91

72--1556 Engine -- Reduction Gear Assembly
Safety Coupling Intermediate --
Inspect

Recommended at Next Overhaul 09--15--91

72--1557 Engine -- Air Inlet Housing,
Inspect/Rework

Next Shop Visit or When Engine
is Removed for Maintenance

03--15--92 No. 4, 03--16--18

72--1558 Engine -- Reduction Gear Assembly --
Enhanced Reliability Reduction
Gearbox

To be Accomplished at Operator
Option during Overhaul

02--28--94 No. 8, 10--13--05

72--1559 Engine -- Reduction Gearbox Main
Drive Gear -- Serviceability Criteria

At Next Overhaul or Major Repair 09--30--92 No. 1, 02--12--01

72--1560 Engine -- Reduction Gearbox Rear
Carrier Bearing -- Serviceability Criteria

Superceded by CEB 72--1566 12--21--92 No. 1, 12--10--02

72--1561 Engine -- 15 Micron Pressure Oil
Filter, Installation

Replace on Attrition Basis 03--31--95

72--1562 Engine -- 3rd--4th--5th--Stage Com-
pressor Blades -- Inspection Require-
ments

Recommended at Intermediate
and Overhaul Maintenance
Activities

09--30--93

72--1563 Planet Gear and Bearing Assembly--
Replaceable Roller Sets

Recommended at Intermediate
and Overhaul Maintenance
Activities

05--23--96 No. 1, 07--08--03

72--1564 Cancelled Prior To Publication

72--1565 RGB -- Planet Journal Plugs Recommended at Next Shop
Visit

08--16--01

72--1566 Rear Carrier Bearing (P/N 6871650)
Inspection

Recommended at Next Overhaul
or Major Repair

01--26--98 No. 1, 12--10--02
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72-- ENGINE (continued)

72--1567 Approved Liquid Gas Path Cleaners --
Motoring Wash

Comply at Earliest Opportunity 02--01--98 No. 2, 08--25--14

72--1568 Compressor Inlet Blockage Recommended at Intermediate
and Overhaul Maintenance
Activities

02--01--98

72--1569 Oil Foaming Recommended at Organizational,
Intermediate and Overhaul
Maintenance Activities

02--01--98 No. 1, 04--06--18

72--1570 T56/501D Solid State Amplifier
Adjustment

Recommended at Adjustment of
TD Amplifier

01--26--98 No. 1, 06--01--98

72--1571 Compressor Air Inlet Housing
Inspection/Rework

CANCELLED, Superceded by
CEB 72--1557

72--1572 Rub Tolerant Turbine Vanes and-
Spacers/IN--718 Material Vane Case

Recommended at Next Shop
Visit

05--17--99 No. 5, 10--30--23

72--1573 Rear Compressor Bearing
P/N 23057662

Recommended at Next Shop
Visit

05--14--99 No. 1, 05--05--00

72--1574 Torquemeter Mid--Bearing
PN 23064888

Recommended at Next Shop
Visit

05--14--99 No. 2, 03--14--11

72--1575 14th Stage Compressor Wheel Silver/
Indium Plating Replacement

Recommended at Next Shop
Visit

08--10--99 No. 2, 07--20--00

72--1576 New Prop Shaft Seal Kit
(P/N 23053159)

Recommended at Next Shop
Visit

09--11--00

72--1577 RGB Carrier Bearing Cage Bolt Hole
Addition of Chamfer

Recommended at Next Shop
Visit

08--23--00

72--1578 Engine -- Reduction Gear Side Mount
Screw Bushing -- Replace

Customer Option 05--23--83 No. 2, 05--18--01

72--1579 Reduction Gearbox -- Nose Bearing
Cage -- Replacement

Recommended at Next Shop
Visit

07--30--01

72--1580 Release of Improved 1st--Stage
Turbine Blade

Customer Option 03--18--02 No. 1, 10--22--07

A--72--1581 Engine -- 1--2 Stage Turbine Spacer,
Inspection for Proper Heat Treating

Recommended Before Cycle
Limit

02--15--02 No. 3, 08--06--15

72--1582 Custom 450 1st--stage Compressor
Vane Assembly, P/N 6878361

Optional 05--12--08

72--1583 Series III Turbine 1st--Stage Vane,
Improved Durability Part Number
23031780, 23031781, 23031782, and
23031783

Customer Option 05--28--04

72--1584 Engine, 1st, 2nd, 3rd, and 4th--Stage
Turbine Wheel -- Hardness Inspection

Recommended at Next Shop
Visit

01--23--04

72--1585 Improved Igniter and Combustion
Liner Supports and Seals

Recommended when engine is
disassembled

12--15--04

72--1586 Engine -- Reduction Gearbox, Main
Power Train Gears Inspection and
Serviceability

Recommended at Next Overhaul 04--26--05 No. 2, 03--03--06

72--1587 New 5th & 10th Stage Bleed Gaskets
P/N’s 23079417 & 23079416

Recommended Incorporation by
Attrition

10--31--05 No. 1, 10--09--06
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72--1589 Reduction Gearbox (RGB) Carrier Oil
Delivery Flange & Sun Gear Lube
Tube Assembly Rework

Recommended at Next Shop
Visit

05--12--08

72--1590 Retaining Spring (P/N 23035945)
Release

Recommended at Next Overhaul 03--20--08

72--1592 Replacement of Narrow Rim 1st to
2nd--Stage Assemblies P/N’s 6844632
and 23033463

Recommended at Next Shop
Visit

02--26--07

72--1593 Reduction Gearbox Assy -- Pinion-
Shaftgear Inspection

Recommended at Next Shop
Visit

04--30--10

A--72--1594 Turbine Assembly -- Turbine Wheel
Inspection

Recommended 05--06--10 No. 2, 02--16--17

72--1595 15 Micron Pressure Oil Filter --
Impending Bypass Indicator
Replacement

Optional 03--14--11

72--1596 Turbine Assembly -- Turbine Spacer
Inspection

Recommended 11--10--15 No. 2, 04--04--17

72--1598 Reduction Gearbox Assembly-- Tow--
Piece Starter Drive Shaft Seal

Recommended 01--29--16

72--1601 Engine -- Suspect External Scavenge
Oil Pump Assembly P/N 6846567
Inspection for End Face Clearance of
Internal Gears

Recommended 04--09--14 No. 2, 09--23--19

72--1603 Engine -- Release of New 3rd--to--4th
Stage Turbine Spacer Assembly

Recommended 10--02--20

72--1604 Cancelled Prior to Publication.

72--1606 T56--A--15LFE to T56--A--15A Life En-
gine Model Conversion

Accomplish at Operator Option
During Overhaul

12--19--18 No. 1, 04--15--21

72--1607 Engine -- Torquemeter Housing Split-
line Self--locking Nuts, P/N
6749294--524 Replaced by P/N’s
AS3477--11 or AS20626

Recommended 03--22--23

72--1608 Engine -- Health and Safety Caution
Regarding Hexavalent Chromium De-
posits Found on Gas Turbine Compo-
nents

Optional: Information Only 11--16--20

72--1609 Disposition Guidance for Turbine
Spacers with Visually Prominent Burrs
Near the Anti--Rotation Pins

Optional: Information Only 02--23--23

73-- ENGINE FUEL AND CONTROL

73--1501 Engine Fuel and Control -- Fuel
Control Metering Valve Spring Nylon
Snubbing Block -- Add

Recommended at Next Overhaul 10--04--76

73--1502 Engine Fuel and Control -- Fuel
Control Thermostat Capillary Tube --
Replace

Accomplish on a “Use Stock”
Basis

11--13--79
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73-- ENGINE FUEL AND CONTROL(Cont)

73--1503 Engine Fuel and Control -- Electronic
Temp Datum Control Amplifier
Chopper--Replace

Recommended When Stocks of
Mechanical Chopper are
Exhausted

10--24--79

73--1504 Engine Fuel and Control -- Fuel Nozzle
Maintenance Tool 6799047 -- Rework
To No. 7100

Recommended at the Earliest
Opportunity

08--15--78

73--1505 Engine Fuel and Control -- Speed
Sensitive Drive Coupling-- Replace

At Overhaul on a “Use Stock”
Basis

08--15--73 No. 1, 07--15--80

73--1506 Engine Fuel and Control -- Fuel
Venting Emission -- Eliminate

Compliance Optional 11--21--74 No. 3, 09--30--81

A--73--1507 Engine Fuel and Control -- Fuel
Control Bendix Model AP--B3--
Inspection for Presence of PN 119024
Cotter Pins in Weight Pivot Pins

ALERT Prior to Delivery or in
Accordance with Flight Hour
Schedule per the Bulletin

03--22--82

73--1508 Engine Fuel and Control -- Electronic
Temp Datum Control Amplifier Chop-
per -- Replace

When Temp Datum System
Instability is Encountered

12--22--82

73--1509 Cancelled Prior to Publication

73--1510 Engine Fuel and Control -- Anti--Icing
Air Tube Probe -- Replace

At Next Overhaul 03--05--88 No. 1, 09--01--90

73--1511 Engine Fuel and Control -- Fuel Nozzle
Inspection

At 1200 Hours per the Bulletin 05--20--86 No. 2, 07--13--22

73--1512 Engine Fuel and Control -- Shrouded
Anti--Ice Probe -- Rework

To be Accomplished
Concurrently With CEB 73--1510

07--00--88 No. 2, 03--31--08

73--1513 Cancelled Prior to Publication

73--1514 Cancelled Prior to Publication

73--1515 Turbine Engine Main Fuel Control,
New Service Limits for Governor
Shafts

Recommended at Next Overhaul
or Repair

09--01--90 No. 2, 05--19--98

73--1516 Fuel Nozzle Upgrade Instructions At Next Overhaul 09--25--06 No. 2, 10--27--14

73--1517 New Fuel Nozzle Body, P/N 154866 At Next Overhaul 09--25--06

73--1518 Cancelled Prior to Publication

74-- IGNITION

74--1501 Ignition -- New Solid State Ignition
Relay P/N 23090200

Optional 08--22--14

75-- AIR

75--1501 Air--Compressor Air Bleed Collector
Assembly -- Rework

Instructional Bulletin, Accomplish
as Required

12--04--74 No. 1, 08--15--80

75--1502 Cancelled Prior to Publication

75--1503 Air -- Power Section Assembly, Anti--
Icing Outlet Fitting -- Replace

At Next Overhaul Based on In-
spection

10--01--84
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77-- ENGINE INDICATING

77--1501 Engine Indicating -- Thermocouple In-
spection

At 400 Hours per the Bulletin 05--20--86 No. 2, 07--13--22






